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The benefit of using external acoustic sensor nodes for noise reduction in hearing aids is demonstrated in a simulated acoustic
scenario with multiple sound sources. A distributed adaptive node-specific signal estimation (DANSE) algorithm, that has a
reduced communication bandwidth and computational load, is evaluated. Batch-mode simulations compare the noise reduction
performance of a centralized multi-channel Wiener filter (MWF) with DANSE. In the simulated scenario, DANSE is observed not
to be able to achieve the same performance as its centralized MWF equivalent, although in theory both should generate the same set
of filters. A modification to DANSE is proposed to increase its robustness, yielding smaller discrepancy between the performance
of DANSE and the centralized MWF. Furthermore, the influence of several parameters such as the DFT size used for frequency
domain processing and possible delays in the communication link between nodes is investigated.
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1. Introduction
Noise reduction algorithms are crucial in hearing aids to
improve speech understanding in background noise. For
every increase of 1 dB in signal-to-noise ratio (SNR), speech
understanding increases by roughly 10% [1]. By using
an array of microphones, it is possible to exploit spatial
characteristics of the acoustic scenario. However, in many
classical beamforming applications, the acoustic field is
sampled only locally because the microphones are placed
close to each other. The noise reduction performance can
often be increased when extra microphones are used at
significantly diﬀerent positions in the acoustic field. For
example, an exchange of microphone signals between a pair
of hearing aids in a binaural configuration, that is, one
at each ear, can significantly improve the noise reduction
performance [2–11]. The distribution of extra acoustic
sensor nodes in the acoustic environment, each having a
signal processing unit and a wireless link, allows further
performance improvement. For instance, small sensor nodes
can be incorporated into clothing, or placed strategically
either close to desired sources to obtain high SNR signals, or
close to noise sources to collect noise references. In a scenario
with multiple hearing aid users, the diﬀerent hearing aids
can exchange signals to improve their performance through
cooperation.
The setup envisaged here requires a wireless link between
the hearing aid and the supporting external acoustic sensor
nodes. A distributed approach using compressed signals
is needed, since collecting and processing all available
microphone signals at the hearing aid itself would require a
large communication bandwidth and computational power.
Furthermore, since the positions of the external nodes are
unknown, the algorithm should be adaptive and able to cope
with unknown microphone positions. Therefore, a multi-
channel Wiener filter (MWF) approach is considered, since
an MWF estimates the clean speech signal without relying on
prior knowledge on the microphone positions [12]. In [13,
14], a distributed adaptive node-specific signal estimation
(DANSE) algorithm is introduced for linear MMSE signal
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estimation in a sensor network, which significantly reduces
the communication bandwidth while still obtaining the
optimal linear estimators, that is, the Wiener filters, as if
each node has access to all signals in the network. The term
“node-specific” refers to the scenario in which each node acts
as a data-sink and estimates a diﬀerent desired signal. This
situation is particularly interesting in the context of noise
reduction in binaural hearing aids where the two hearing
aids estimate diﬀerently filtered versions of the same desired
speech source signal, which is indeed important to preserve
the auditory cues for directional hearing [15–18]. In [19],
a pruned version of the DANSE algorithm, referred to as
distributed multichannel Wiener filtering (db-MWF), has
been used for binaural noise reduction. In the case of a single
desired source signal, it was proven that db-MWF converges
to the optimal all-microphone Wiener filter settings in both
hearing aids. The more general DANSE algorithm allows the
incorporation of multiple desired sources and more than two
nodes. Furthermore, it allows for uncoordinated updating
where each node decides independently in which iteration
steps it updates its parameters, possibly simultaneously with
other nodes [20]. This in particular avoids the need for a
network wide protocol that coordinates the updates between
nodes.
In this paper, batch-mode simulation results are
described to demonstrate the benefit of using additional
external sensor nodes for noise reduction in hearing aids.
Furthermore, the DANSE algorithm is reformulated in a
noise reduction context, and a batch-mode analysis of the
noise reduction performance of DANSE is provided. The
results are compared to those obtained with the centralized
MWF algorithm that has access to all signals in the network
to compute the optimal Wiener filters. Although in theory
the DANSE algorithm converges to the same filters as the
centralized MWF algorithm, this is not the case in the
simulated scenario. The resulting decrease in performance
is explained and a modified algorithm is then proposed to
increase robustness and to allow the algorithm to converge
to the same filters as in the centralized MWF algorithm.
Furthermore, the eﬀectiveness of relaxation is shown when
nodes update their filters simultaneously, as well as the
influence of several parameters such as the DFT size used
for frequency domain processing, and possible delays within
the communication link. The simulations in this paper show
the potential of DANSE for noise reduction, as suggested
in [13, 14], and provide a proof-of-concept for applying
the algorithm in cooperative acoustic sensor networks for
distributed noise reduction applications, such as hearing
aids.
The outline of this paper is as follows. In Section 2,
the data model is introduced and the multi-channel Wiener
filtering process is reviewed. In Section 3, a description of
the simulated acoustic scenario is provided. Moreover, an
analysis of the benefits achieved using external acoustic
sensor nodes is given. In Section 4, the DANSE algorithm
is reviewed in the context of noise reduction. A mod-
ification to DANSE increasing robustness is introduced
in Section 5. Batch-mode simulation results are given in
Section 6. Since some practical aspects are disregarded in the
simulations, some remarks and open problems concerning
a practical implementation of the algorithm are given in
Section 7.
2. Data Model and Multichannel Wiener
Filtering
2.1. Data Model and Notation. A general fully connected
broadcasting sensor network with J nodes is considered, in
which each node k has direct access to a specific set of Mk
microphones, with M = ∑Jk=1 Mk (see Figure 1). Nodes can
be either a hearing aid or a supporting external acoustic
sensor node. Each microphone signal m of node k can be
described in the frequency domain as
ykm(ω) = xkm(ω) + vkm(ω), m = 1, . . . ,Mk, (1)
where xkm(ω) is a desired speech component and vkm(ω) an
undesired noise component. Although xkm(ω) is referred to
as the desired speech component, vkm(ω) is not necessarily
nonspeech, that is, undesired speech sources may be included
in vkm(ω). All subsequent algorithms will be implemented
in the frequency domain, where (1) is approximated based
on finite-length time-to-frequency domain transformations.
For conciseness, the frequency-domain variable ω will be
omitted. All signals ykm of node k are stacked in an Mk-
dimensional vector yk, and all vectors yk are stacked in an
M-dimensional vector y. The vectors xk, vk and x, v are
similarly constructed. The network-wide data model can
now be written as y = x + v. Notice that the desired
speech component x may consist of multiple desired source
signals, for example when a hearing aid user is listening to
a conversation between multiple speakers, possibly talking
simultaneously. If there are Q desired speech sources, then
x = As, (2)
where A is an M × Q-dimensional steering matrix and s
a Q-dimensional vector containing the Q desired sources.
Matrix A contains the acoustic transfer functions (evaluated
at frequency ω) from each of the speech sources to all
microphones, incorporating room acoustics and micro-
phone characteristics.
2.2. Centralized Multichannel Wiener Filtering. The goal of
each node k is to estimate the desired speech component
xkm in its mth microphone, selected to be the reference
microphone. Without loss of generality, it is assumed that
the reference microphone always corresponds to m = 1. For
the time being, it is assumed that each node has access to all
microphone signals in the network. Node k then performs
a filter-and-sum operation on the microphone signals with












where E{·} denotes the expected value operator, and where
the superscript H denotes the conjugate transpose operator.








































Figure 1: Data model for a sensor network with J sensor nodes, in which node k collects Mk noisy observations of the Q source signals in s.
Notice that at each node k, one such MSE problem is to
be solved for each frequency bin. The minimum of (3)
corresponds to the well-known Wiener filter solution:
ŵk = R−1yy Ryxek1, (4)
with Ryy = E{yyH}, Ryx = E{yxH}, and ek1 being an M-
dimensional vector with only one entry equal to 1 and all
other entries equal to 0, which selects the column of Ryx
corresponding to the reference microphone of node k. This
procedure is referred to as multi-channel Wiener filtering
(MWF). If the desired speech sources are uncorrelated to
the noise, then Ryx = Rxx = E{xxH}. In the remaining of
this paper, it is implicitly assumed that all Q desired sources
may be active at the same time, yielding a rank-Q speech
correlation matrix Rxx. In practice, Rxx is unknown, but can
be estimated from
Rxx = Ryy − Rvv (5)
with Rvv = E{vvH}. The noise correlation matrix Rvv can
be (re-)estimated during noise-only periods and Ryy can be
(re-)estimated during speech-and-noise periods, requiring a
voice activity detection (VAD) mechanism. Even when the
noise sources and the speech source are not stationary, these
practical estimators are found to yield good noise reduction
performance [15, 19].
3. Simulation Scenario and the Benefit of
External Acoustic Sensor Nodes
The performance of microphone array based noise reduction
typically increases with the number of microphones. How-
ever, the number of microphones that can be placed on a
hearing aid is limited, and the acoustic field is only sampled
locally, that is, at the hearing aid itself. Therefore, there is
often a large distance between the location of the desired
source and the microphone array, which results in signals
with low SNR. In fact, the SNR decreases with 6 dB for every
doubling of the distance between a source and a microphone.
The noise reduction performance can therefore be greatly
increased by using supporting external acoustic sensor nodes
that are connected to the hearing aid through a wireless
link.
To assess the potential improvement that can be obtained
by adding external sensor nodes, a multi-source scenario is
simulated using the image method [21]. Figure 2 shows a
schematic illustration of the scenario. The room is cubical
(5 m × 5 m × 5 m) with a reflection coeﬃcient of 0.4 at the
floor, the ceiling and at every wall. According to Sabine’s
formula this corresponds to a reverberation time of T60 =
0.222 s. There are two hearing aid users listening to speaker
C, who produces a desired speech signal. One hearing aid
user has 2 hearing aids (node 2 and 3) and the other has one
hearing aid at the right ear (node 4). All hearing aids have
three omnidirectional microphones with a spacing of 1 cm.
Head shadow eﬀects are not taken into account. Node 1 is
an external microphone array containing six omnidirectional
microphones placed 2 cm from each other. Speakers A and
B both produce speech signals interfering with speaker C.
All speech signals are sentences from the HINT (Hearing
in Noise Test) database [22]. The upper left loudspeaker
produces multi-talker babble noise (Auditec) with a power
normalized to obtain an input broadband SNR of 0 dB
in the first microphone of node 4, which is used as the
reference node. In addition to the localized noise sources, all
microphone signals have an uncorrelated noise component
which consist of white noise with power that is 10% of the
power of the desired signal in the first microphone of node
4. All nodes and all sound sources are in the same horizontal
plane, 2 m above ground level.
Notice that this is a diﬃcult scenario, with many sources
and highly non-stationary (speech) noise. This kind of
scenario brings many practical issues, especially with respect
to reliable VAD decisions (cf. Section 7). Throughout this
paper, many of these practical aspects are disregarded. The
aim here is to demonstrate the benefit that can be achieved




























Figure 2: The acoustic scenario used in the simulations throughout
this paper. Two persons with hearing aids are listening to speaker C.
The other sources produce interference noise.
with external sensor nodes, in particular in multi-source
scenarios. Furthermore, the theoretical performance of the
DANSE algorithm, introduced in Section 4, will be assessed
with respect to the centralized MWF algorithm. To isolate the
eﬀects of VAD errors and estimation errors on the correlation
matrices, all experiments are performed in batch mode with
ideal VADs.
Two performance measures are used to assess the quality
of the noise reduction algorithms, namely the broadband
signal-to-noise ratio (SNR) and the signal-to-distortion ratio
(SDR). The SNR and SDR at node k are defined as





















with n̂k[t] and x̂k[t] the time domain noise component and
the desired speech component respectively at the output
at node k, and xk1[t] the desired time domain speech
component in the reference microphone of node k.
The sampling frequency is 32 kHz in all experiments. The
frequency domain noise reduction is based on DFT’s with
size equal to L = 512 if not specified otherwise. Notice that L
is equivalent to the filter length of the time domain filters
that are implicitly applied to the microphone signals. The
DFT size L = 512 is relatively large, which is due to the fact
that microphones are far apart from each other, leading to
higher time diﬀerences of arrival (TDOA) demanding longer
filters to exploit spatial information. If the filter lengths
are too short to allow a suﬃcient alignment between the
signals, then the noise reduction performance degrades. This
is evaluated in Section 6.4. To allow small DFT-sizes, yet large
distances between microphones, delay compensation should
be introduced in the local microphone signals or the received
signals at each node. However, since hearing aids typically
have hard constraints on the processing delay to maintain lip
synchronization, this delay compensation is restricted. This,
in eﬀect, introduces a trade-oﬀ between input-output delay
and noise reduction performance.
Figure 3(a) shows the output SNR and SDR of the
centralized MWF procedure at node 4 when five diﬀerent
subsets of microphones are used for the noise reduction:
(1) the microphone signals of node 4 itself;
(2) the microphone signals of node 1 in addition to the
microphone signals of node 4 itself;
(3) the microphone signals of node 2 in addition to the
microphone signals of node 4 itself;
(4) the first microphone signal at every node in addition
to all microphone signals of node 4 itself; this is
equivalent to a scenario where the network support-
ing node 4 consists of single-microphone nodes, that
is, Mk = 1, for k = 1, . . . , 3;
(5) all microphone signals in the network.
The benefit of adding external microphones is very clear in
this graph. It also shows that microphones with a signifi-
cantly diﬀerent position contribute more than microphones
that are closely spaced. Indeed, Cases 2, 3 and 4 both add
three extra microphone signals, but the benefit is largest in
Case 4, in which the additional microphones are relatively set
far apart. However, using multi-microphone nodes (Case 5)
still produces a significant benefit of about 25% (2 dB) in
comparison to single-microphone nodes (Case 4). Notice
that the benefit of placing external microphones, and the
benefit of using multi-microphone nodes in comparison to
single-microphone nodes, is of course very scenario specific.
For instance, if the vertical position of node 1 is reduced
by 0.5 m in Figure 2, then the diﬀerence between single-
microphone nodes (Case 4) and multi-microphone nodes
(Case 5) is more than 3 dB, as shown in Figure 3(b), which
correponds to an improvement of almost 50%.
4. The DANSE Algorithm
In Section 3, simulations showed that adding external
microphones in addition to the microphones available in
a hearing aid may yield a great benefit in terms of both
noise suppression and speech distortion. Not surprisingly,
adding external nodes with multiple microphones boosts the
performance even more. However, the latter introduces a sig-
nificant increase in communication bandwidth, depending
on the number of microphones in each node. Furthermore,
the dimensions of the correlation matrix to be inverted in
formula (4) may grow significantly. However, if each node
has its own signal processor unit, this extra communication
bandwidth can be reduced and the computation can be
distributed by using the distributed adaptive node-specific
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(b) Scenario of Figure 2 with vertical position of node 1 reduced by
0.5 m
Figure 3: Comparison of output SNR and SDR of MWF at node 4 for five diﬀerent microphone subsets.
signal estimation (DANSE) algorithm, as proposed in [13,
14]. The DANSE algorithm computes the optimal network
wide Wiener filter in a distributed, iterative fashion. In this
section this algorithm is briefly reviewed and reformulated
in a noise reduction context.
4.1. The DANSEK Algorithm. In the DANSEK algorithm,
each node k estimates K diﬀerent desired signals, corre-
sponding to the desired speech components in K of its
microphones (assuming that K ≤ Mk, ∀ k ∈ {1, . . . , J}).
Without loss of generality, it is assumed that the first K
microphones are selected, that is, the signal to be estimated
is the K-channel signal xk = [xk1 · · · xkK ]T . The first entry
in this vector corresponds to the reference microphone,
whereas the other K −1 entries should be viewed as auxiliary
channels. They are required to fully capture the signal
subspace spanned by the desired source signals. Indeed, if K
is chosen equal to Q, the K channels of xk define the same
signal subspace as defined by the channels in s, that is,
xk = Aks. (8)
where Ak denotes a K × K submatrix of the steering matrix
A in formula (2). K being equal to Q is a requirement for
DANSEK to be equivalent to the centralized MWF solution
(see Theorem 1). The case in which K /=Q is not considered
here. For a more detailed discussion why these auxiliary
channels are introduced, we refer to [13].
Each node k estimates its desired signal xk with respect to











with Wk an M × K matrix, defining a multiple-input
multiple-output (MIMO) filter. Notice that this corresponds
to K independent estimation problems in which the same M-
channel input signal y is used. Similarly to (3), the Wiener
solution of (9) is given by









with IK denoting the K × K identity matrix and OU×V
denoting an all-zero U × V matrix. The matrix Ek selects
the first K columns of Rxx, corresponding to the K-channel
signal xk. The DANSEK algorithm will compute (10) in
an iterative, distributed fashion. Notice that only the first
column of Ŵk is of actual interest, since this is the filter
that estimates the desired speech component in the reference
microphone. The auxiliary columns of Ŵk are by-products
of the DANSEK algorithm.
A partitioning of the matrix Wk is defined as Wk =
[WTk1 · · ·WTkJ]T where Wkq denotes the Mk×K submatrix of
Wk that is applied to yq in (9). Since node k only has access
to yk, it can only apply the partial filter Wkk. The K-channel
output signal of this filter, defined by zk = WHkkyk, is then
broadcast to the other nodes. Another node q can filter this
K-channel signal zk that it receives from node k by a MIMO
filter defined by the K × K matrix Gqk. This is illustrated in

























Figure 4: The DANSEK scheme with 3 nodes (J = 3). Each
node k estimates the desired signal xk using its own Mk-channel
microphone signal, and 2 K-channel signals broadcast by the other
two nodes.
Figure 4 for a three-node network (J = 3). Notice that the

























In what follows, the matrices Gkk, ∀ k ∈ {1, . . . , J}, are
assumed to be K × K identity matrices IK to minimize the
degrees of freedom (they are omitted in Figure 4). Node k
can only manipulate the parameters Wkk and Gk1 · · ·GkJ . If
(8) holds, it is shown in [13] that the solution space defined
by the parametrization (12) contains the centralized solution
Ŵk.
Notice that each node k broadcasts a K-channel (Here it
is assumed without loss of generality that K ≤ Mk,∀ k ∈
{1, . . . , J}; if this does not hold at a certain node k, this
node will transmit its unfiltered microphone signals) signal
zk, which is the output of the Mk × K MIMO filter
Wkk, acting both as a compressor and an estimator at the
same time. The subscript K thus refers to the (maximum)
number of channels of the broadcast signal. DANSEK
compresses the data to be sent by node k by a factor of
max{Mk/K , 1}. Further compression is possible, since the
channels of the broadcast signal zk are highly correlated,
but this is not taken into consideration throughout this
paper.
The DANSEK algorithm will iteratively update the ele-
ments at the righthand side of (12) to optimally estimate
the desired signals xk, ∀ k ∈ {1, . . . , J}. To describe
this updating procedure, the following notation is used.
The matrix Gk = [GTk1 · · ·GTkJ]T stacks all transformation
matrices of node k. The matrix Gk,−q defines the matrix Gk
in which Gkq is omitted. The K(J − 1)-channel signal z−k is
defined as z−k = [zT1 · · · zTk−1zTk+1 · · · zTJ ]
T
. In what follows,
a superscript i refers to the value of the variable at iteration
step i. Using this notation, the DANSEK algorithm consists




∀ q ∈ {1, ..., J}: Wqq ← W0qq, Gq,−q ← G0q,−q, Gqq ←
IK , where W0qq and G
0
q,−q are random matrices of
appropriate dimension.
(2) Node k updates its local parameters Wkk and Gk,−k
by solving a local estimation problem based on its
own local microphone signals yk together with the
compressed signals ziq = Wi Hqq yq that it receives from

























Define x˜ik similarly as (14), but now only containing the
desired speech components in the considered signals. The
































The parameters of the other nodes do not change, that is,
∀ q ∈ {1, . . . , J} \ {k} : Wi+1qq = Wiqq, Gi+1q,−q = Giq,−q.
(19)
(3) Wkk ← Wi+1kk , Gk,−k ← Gi+1k,−k
k ← (k mod J) + 1
i← i + 1
(4) Return to Step 2
Notice that node k updates its parameters Wkk and Gk,−k ,
according to a local multi-channel Wiener filtering problem
with respect to its Mk + (J − 1)K input channels.This MWF
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problem is solved in the same way as the MWF problem given
in (3) or (9).
Theorem 1. Assume that K = Q. If xk = Aks, ∀ k ∈
{1, . . . , J}, with Ak a full rankK×K matrix, then the DANSEK
algorithm converges for any k to the optimal filters (10) for any
initialization of the parameters.
Proof. See [13].
Notice that DANSEK theoretically provides the same
output as the centralized MWF algorithm if K = Q. The
requirement that xk = Aks, ∀ k ∈ {1, . . . , J}, is satisfied
because of (2). However, notice that the data model (2) is
only approximately fullfilled in practice due to a finite-length
DFT size. Consequently, the rank of the speech correlation
matrix Rxx is not Q, but it has Q dominant eigenvalues
instead. Therefore, the theoretical claims of convergence and
optimality of DANSEK , with K = Q, are only approximately
true in practice due to frequency domain processing.
4.2. Simultaneous Updating. The DANSEK algorithm as
described in Section 4.1 performs sequential updating in a
round-robin fashion, that is, nodes update their parameters
one at a time. In [20], it is observed that convergence
of DANSE is no longer guaranteed when nodes update
simultaneously, or in an uncoordinated fashion where each
node decides independently in which iteration steps it
updates its parameters. This is however an interesting case,
since a simultaneous updating procedure allows for parallel
computation, and uncoordinated updating removes the need
for a network wide protocol that coordinates the updates
between nodes.
Let W = [WT11WT22 · · ·WTJJ]T , and let F(W) be the
function that defines the simultaneous DANSEK update of
all parameters in W, that is, F applies (15) ∀ k ∈ {1, . . . J}
simultaneously. Experiments in [20] show that the update
Wi+1 = F(Wi) may lead to limit cycle behavior. To avoid











with stepsizes αi satisfying
αi ∈ (0, 1], (21)
lim
i→∞
αi = 0, (22)
∞∑
i=0
αi = ∞. (23)
The suggested conditions on the stepsize αi are however
quite conservative and may result in slow convergence. In
most cases, the simultaneous update procedure converges
already when a constant value for αi is chosen ∀ i ∈ N
that is suﬃciently small. In all simulations performed for the
scenario in Section 3, a value of αi = 0.5,∀ i ∈ N was found
to eliminate limit cycles in every setup.
5. Robust DANSE
5.1. Robustness Issues in DANSE. In Section 6, simulation
results will show that the DANSE algorithm does not achieve
the optimal noise reduction performance as predicted by
Theorem 1. There are two important reasons for this subop-
timal performance.
The first reason is the fact that the DANSEK algorithm
assumes that the signal space spanned by the channels of
xk is well-conditioned, ∀ k ∈ {1, . . . , J}. This assumption
is reflected in Theorem 1 by the condition that Ak be full
rank for all k. Although this is mostly satisfied in practice,
the Ak’s are often ill-conditioned. For instance, the distance
between microphones in a single node is mostly small,
yielding a steering matrix with several columns that are
almost identical, that is, an ill-conditioned matrix Ak in the
formulation of Theorem 1.
The microphones of nodes that are close to a noise
source typically collect low SNR signals. Despite the low
SNR, these signals can boost the performance of the MWF
algorithm, since they can act as noise references to cancel
out noise in the signals recorded by other nodes. However,
the DANSE algorithm cannot fully exploit this since the
local estimation problem at such low SNR nodes is ill-
conditioned. If node k has low SNR microphone signals yk,
the correlation matrix Rxx,k = E{xkxHk } has large estimation
errors, since the corresponding noise correlation matrix
Rvv,k and the speech+noise correlation matrix Ryy,k are very
similar, that is, Rvv,k ≈ Ryy,k . Notice that Rxx,k is a submatrix
of R˜xx,k defined in (18), which is used in the DANSEK
algorithm. From another point of view, this also relates to
an ill-conditioned steering matrix A, since the submatrix Ak
is close to an all-zero matrix compared to the submatrices
corresponding to nodes with higher SNR signals.
5.2. Robust DANSE (R-DANSE). In this section, a modifica-
tion to the DANSE algorithm is proposed to achieve a better
noise reduction performance in the case of low SNR nodes or
ill-conditioned steering matrices. The main idea is to replace
an ill-conditioned Ak matrix by a better conditioned matrix
by changing the estimation problem at node k. The new
algorithm is referred to as “robust DANSE” or R-DANSE.
In what follows, the notation v(p) is used to denote the p-
th entry in a vector v, and m(p) is used to denote the p-th
column in the matrix M.
For each node k, the channels in xk that cause ill-
conditioned steering matrices, or that correspond to low
SNR signals, are discarded and replaced by the desired speech
components in the signal(s) ziq received from other (high




) = wiqq(l)Hxq, q ∈ {1, . . . , J} \ {k}, l ∈ {1, . . . ,K},
(24)
if xkp causes an ill-conditioned steering matrix or if xkp




) = xkp (25)
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otherwise. Notice that the desired signal xik may now change
at every iteration, which is reflected by the superscript i
denoting the iteration index.
To decide whether to use (24) or (25), the condition
number of the matrix Ak does not necessarily have to
be known. In principle, it is always better to replace the
K − 1 auxiliary channels in xk as in formula (24), where
a diﬀerent q should be chosen for every p. Indeed, since
microphones of diﬀerent nodes are typically far apart from
each other, better conditioned steering matrices are then
obtained. Also, since the correlation matrix R˜xx,k is better
estimated when high SNR signals are available, the chosen
q’s preferably correspond to high SNR nodes. Therefore,
the decision procedure requires knowledge of the SNR at
the diﬀerent nodes. For a low SNR node k, one can also
replace all K channels in xk as in (24), including the reference
microphone. In this case, there is no estimation of the speech
component that is collected by the microphones of node k
itself. However, since the network wide problem is now better
conditioned, the other nodes in the network will benefit from
this.
The R-DANSEK algorithm performs the same steps as
explained in Section 4.1 for the DANSEK algorithm, but now
xik replaces xk in (13)–(18). This means that in R-DANSE, the
Ek matrix in (16) now may contain ones at row indices that
are higher than Mk. To guarantee convergence of R-DANSE,
the placement of ones in (16), or equivalently the choices for
q and l in (24), is not completely free, as explained in the next
section.
5.3. Convergence of R-DANSE. To provide convergence
results, the dependencies of each individual estimation
problem are described by means of a directed graph G with
KJ vertices, where each vertex corresponds to one of the
locally computed filters, that is, a specific column of Wkk for
k = 1 · · · J . (Readers that are not familiar with the jargon
of graph theory might want to consult [23], although in
principle no prior knowledge on graph theory is assumed).
The graph contains an arc from filter a to b, described by
the ordered pair (a, b), if the output of filter b contains the
desired speech component that is estimated by filter a. For
example, formula (24) defines the arc (wkk(p),wqq(l)). A
vertex v that has no departing arc is referred to as a direct
estimation filter (DEF), that is, the signal to be estimated
is the desired speech component in one of the node’s own
microphone signals, as in formula (25).
To illustrate this, a possible graph is shown in Figure 5
for DANSE2 applied to the scenario described in Section 3,
where the hearing aid users are now listening to two speakers,
that is, speakers B and C. Since the microphone signals of
node 1 have a low SNR, the two desired signals in x1 that are
used in the computation of W11 are replaced by the filtered
desired speech component in the received signals from
higher SNR nodes 2 and 4, that is, w22(1)
Hx2 and w44(1)
Hx4,
respectively. This corresponds to the arcs (w11(1), w22(1))
and (w11(2), w44(1)). To calculate w22(1), w33(1), and w44(1),
the desired speech components x21, x31 and x41 in the













Figure 5: Possible graph describing dependencies of estimations
problems for DANSE2 applied to the acoustic scenario described in
Section 3.
are DEF’s, and are shaded in Figure 5. The microphones at
node 2 are very close to each other. Therefore, to avoid an ill-
conditioned matrix A2 at node 2, the signals to be estimated
by w22(2) should be provided by another node, and not by
another microphone signal of node 2 itself. Therefore, the
arc (w22(2), w44(1)) is added. For similar reasons, the arcs
(w33(2), w44(1)) and (w44(2), w22(1)) are also added.
Theorem 2. Let all assumptions of Theorem 1 be satisfied.
Let G be the directed graph describing the dependencies of the
estimation problems in the R-DANSEK algorithm as described
above. If G is acyclic, then the R-DANSEK algorithm converges
to the optimal filters to estimate the desired signals defined
by G.
Proof. The proof of Theorem 1 in [13] on convergence of
DANSEK is based on the assumption that the desired K-
channel signals xk, ∀ k ∈ {1, . . . , J}, are all in the same K-
dimensional signal subspace spanned by the K sources in s,
that is,
xk = Aks. (26)
This assumption remains valid in R-DANSEK . Indeed, since
xq contains Mq linear combination of the Q sources in s, the
signal xik(p) given by (24) is again a linear combination of
the source signals. However, the coeﬃcients of this linear
combinations may change at every iteration as the signal
xik(p) is an output of the adaptive filter w
i
qq(l) in another
node q. This then leads to a modified version of Theorem 1
for DANSEK in which the matrix Ak in (26) is not fixed, but
may change at every iteration, that is,
xik = Aiks. (27)
























This corresponds to the hypothetical case in which node k





kq where node k depends on the parameter choice of
node q.
In [13] it is proven that for DANSEK , under the
assumptions of Theorem 1, the following holds:
∀ q, k ∈ {1, . . . , J} : Wikq = WiqqAkq (29)
with Akq = A−Hq AHk . This means that the columns of
W
i
qq span a K-dimensional subspace that also contains the
columns of W
i
kq, which is the optimal update with respect
to the cost function J ik of node k, as if there were no
constraints on Wikq. Or in other words, an update by node q
automatically optimizes the cost function of any other node
k with respect to Wkq, if node k performs a responding
optimization of Gkq, yielding G
opt
kq = Akq. Therefore, the
following expression holds:














Notice that this holds at every iteration for every node. In the
case of R-DANSEK , the Akq matrix of expression (29) changes
at every iteration. At first sight, expression (30) remains valid,
since changes in the matrix Akq are compensated by the
minimization over Gkq in (30). However, this is not true
since the desired signals xik also change at every iteration, and
therefore the cost functions at diﬀerent iterations cannot be
compared.
Expression (30) can be partitioned in K sub-expressions:














































For the R-DANSEK case, (33) remains the same, except that
xk(p) has to be replaced with xik(p). As explained above,
due to this modification, expression (32) does not hold
anymore. However, it does hold for the cost functions J ikp
corresponding to a DEF wkk(p), that is, a filter for which
the desired signal is directly obtained from one of the
microphone signals of node k. Indeed, every DEF wkk(p) has
a well-defined cost function J˜ ikp, since the signal x
i
k(p) is fixed
over diﬀerent iteration steps. Because J˜ ikp has a lower bound,
(32) shows that the sequence {mingpk,−k J˜
i
kp}i∈N converges. The
convergence of this sequence implies convergence of the
sequence {wikk(p)}i∈N, as shown in [13].
After convergence of all wkk(p) parameters correspond-
ing to a DEF, all vertices in the graph G that are directly
connected to this DEF have a stable desired signal, and
their corresponding cost functions become well-defined. The
above argument shows that these filters then also converge.
Continuing this line of thought, convergence properties
of the DEF will diﬀuse through the graph. Since the graph
is acyclic, all vertices converge. Convergence of all Wkk
parameters for k = 1 · · · J automatically yields convergence
of all Gk parameters, and therefore convergence of all Wk
filters for k = 1 · · · J . Optimality of the resulting filters can
be proven using the same arguments as in the optimality
proof of Theorem 1 for DANSEK in [13].
6. Performance of DANSE and R-DANSE
In this section, the batch mode performance of DANSE and
R-DANSE is compared for the acoustic scenario of Section 3.
In this batch version of the algorithms, all iterations of
DANSE and R-DANSE are on the full signal length of about
20 seconds. In real-life applications, however, iterations
will of course be spread over time, that is, subsequent
iterations are performed on diﬀerent signal segments. To
isolate the influence of VAD errors, an ideal VAD is used
in all experiments. Correlation matrices are estimated by
time averaging over the complete length of the signal. The
sampling frequency is 32 kHz and the DFT size is equal to
L = 512 if not specified otherwise.
6.1. Experimental Validation of DANSE and R-DANSE. Three
diﬀerent measures are used to assess the quality of the
outputs at the hearing aids: the signal-to-noise ratio (6),
the signal-to-distortion ratio (7), and the mean squared
error (MSE) between the coeﬃcients of the centralized
multichannel Wiener filter ŵk and the filter obtained by the







where the summation is performed over all DFT bins, with
L the DFT size, ŵk defined by (4), and wk(1) denoting the
first column of Wk in (12), that is, the filter that estimates
the speech component xk1 in the reference microphone at
node k.
Two diﬀerent scenarios are tested. In scenario 1 the
dimension Q of the desired signal space is Q = 1, that is,
both hearing aid users are listening to speaker C, whereas
speakers A and B and the babble-noise loudspeaker are
considered to be background noise. In Figure 6, the three
quality measures are plotted (for node 4) versus the iteration
index for DANSE1 and R-DANSE1, with either sequential
updating or simultaneous updating (without relaxation).
Also an upper bound is plotted, which corresponds to the
centralized MWF solution defined in (4). The R-DANSE1
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Figure 6: Scenario 1: SNR, SDR, and MSE on filter coeﬃcients
versus iterations for DANSE1 and R-DANSE1 at node 4, for both
sequential and simultaneous updates. Speaker C is the only target
speaker.
graph consists of only DEF nodes, except for w11, which has
an arc (w11, w44) to avoid performance loss due to low SNR.
Since there is only one desired source, DANSE1 theoretically
should converge to the upper bound performance, but this is
not the case. The R-DANSE1 algorithm performs better than
the DANSE1 algorithm, yielding an SNR increase of 1.5 to
2 dB, which is an increase of about 20% to 25%. The same
holds for the other two hearing aids, that is, node 2 and
3, which are not shown here. The parallel update typically
converges faster but it converges to a suboptimal limit cycle,
since no relaxation is used. Although this limit cycle is not
very clear in these plots, a loss in SNR of roughly 1 dB is
observed in every hearing aid. This can be avoided by using
relaxation, which will be illustrated in Section 6.2.
In scenario 2, the case in which Q = 2 is considered,
that is, there are two desired sources: both hearing aid users
are listening to speakers B and C, who talk simultaneously,
yielding a speech correlation matrix Rxx of approximately
rank 2. The R-DANSE2 graph is illustrated in Figure 5.
For this 2-speaker case, both DANSE1 and DANSE2 are
evaluated, where the latter should theoretically converge to
the upper bound performance. The results for node 4 are
plotted in Figure 7. While the MSE is lower for DANSE2
compared to DANSE1, it is observed that DANSE2 does not
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Figure 7: Scenario 2: SNR, SDR and MSE on filter coeﬃcients
versus iterations for DANSE1, R-DANSE1, DANSE2 and R-DANSE2
at node 4. Speakers B and C are target speakers.
is however able to reach the upper bound performance at
every hearing aid. The SNR improvement of R-DANSE2
in comparison with DANSE2 is between 2 and 3 dB at
every hearing aid, which is again an increase of about 20%
to 25%. Notice that R-DANSE2 even slightly outperforms
the centralized algorithm. This may be because R-DANSE2
performs its matrix inversions on correlation matrices with
smaller dimensions than the all-microphone correlation
matrix Ryy in the centralized algorithm, which is more
favorable in a numerical sense.
6.2. Simultaneous Updating with Relaxation. Simulations
on diﬀerent acoustic scenarios show that in most cases,
DANSEK with simultaneous updating results in a limit
cycle oscillation. The occurrence of limit cycles appears to
depend on the position of the nodes and sound sources, the
reverberation time, as well as on the DFT size, but no clear
rule was found to predict the occurrence of a limit cycle.
To illustrate the eﬀect of relaxation, the simulation results
of R-DANSE1 in the scenario of Section 3 are given in
Figure 8(a), where now the DFT size is L = 1024, which
results in clearly visible limit cycle oscillations when no
relaxation is used. This causes an over-all loss in SNR of 2
or 3 dB at every hearing aid.
Figure 8(b) shows the same experiment where relaxation
is used as in formula (20) with αi = 0.5,∀ i ∈ N.










0 5 10 15 20 25 30
Iteration










0 5 10 15 20 25 30
Iteration













0 5 10 15 20 25 30
Iteration










0 5 10 15 20 25 30
Iteration
Q = 1: SNR of node 4 versus iteration
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(b) with relaxation (αi = 0.5, ∀ i ∈ N)
Figure 8: SNR and SDR for R-DANSE1 versus iterations at node 4 with sequential and simultaneous updating.
In this case, the limit cycle does not appear and the simul-
taneous updating algorithm indeed converges to the same
values as the sequential updating algorithm. Notice that the
simultaneous updating algorithm converges faster than the
sequential updating algorithm.
6.3. DFT Size. In Figure 9, the SNR and SDR of the output
signal of R-DANSE1 at nodes 3 and 4 is plotted as a function
of the DFT size L, which is equivalent to the length of the
time domain filters that are implicitly applied to the signals
at the nodes. 28 iterations were performed with sequential
updating for L = 256, L = 512, L = 1024, and L = 2048. The
outputs of the centralized version and the scenario in which
nodes do not share any signals, are also given as a reference.
As expected, the performance increases with increasing
DFT size. However, the discrepancy between the centralized
algorithm and R-DANSE1 grows for increasing DFT size.
One reason for this observation is that, for large DFT sizes,
R-DANSE often converges slowly once the filters at all nodes
are close to the optimal filters.
The scenario with isolated nodes is less sensitive to the
DFT size. This is because the tested DFT sizes are quite large,
yielding long filters. As explained in the next section, shorter
filter lengths are suﬃcient in the case of isolated nodes since
the microphones are very close to each other, yielding small
time diﬀerences of arrival (TDOA).
6.4. Communication Delays or Time Diﬀerences of Arrival. To
exploit the spatial coherence between microphone signals,
the noise reduction filters attempt to align the signal compo-
nents resulting from the same source in the diﬀerent micro-
phone signals. However, alignment of the direct components
of the source signals is only possible when the filter lengths
are at least twice the maximum time diﬀerence of arrival
(TDOA) between all the microphones. This means that
in general, the noise reduction performance degrades with
increasing TDOA’s and fixed filter lengths. Large TDOA’s
require longer filters, or appropriate delay compensation.
As already mentioned in Section 3, delay compensation
is restricted in hearing aids due to lip synchronization
constraints.
The TDOA depends on the distance between the
microphones, the position of the sources and the delay
introduced by the communication link. Figure 10 shows
the performance degradation of R-DANSE at nodes 3 and
4 when the TDOA increases, in this case modelled by an
increasing communication delay between the nodes. There
is no delay compensation, that is, none of the signals are
delayed before filtering. DFT sizes L = 512 and L = 1024 are
evaluated. The outputs of the centralized MWF procedure
are also given as a reference, as well as the procedure where
every node broadcasts its first microphone signal, which
corresponds to the scenario in which all supporting nodes
are single-microphone nodes. The lower bound is defined
by the scenario where all nodes are isolated, that is, each
node only uses its own microphones in the estimation
process.
As expected, when the communication delay increases,
the performance degrades due to increasing time lags
between signals. At node 3, the R-DANSE algorithm is
slightly more sensitive to the communication delay than the
centralized MWF. The behavior at node 2 is very similar,
and is omitted here. Furthermore, for large communication
delays, R-DANSE is outperformed by the single-microphone
nodes scenario. At node 4, both the centralized MWF and
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Figure 10: Output SNR and SDR at nodes 3 and 4 after 12 iterations of R-DANSE1 with sequential updating vs. delay of the communication
link.
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the single-microphone nodes scenario even benefit from
communication delays. Apparently, the additional delay
allows the estimation process to align the signals more
eﬀectively.
The reason why R-DANSE is more sensitive to a com-
munication delay than the centralized MWF is that the latter
involves independent estimation processes, whereas in R-
DANSE, the estimation at any node k depends on the quality
of estimation at every other node q /= k. Notice however
that the influence of communication delay is of course very
dependent on the scenario and its resulting TDOA’s. The
above results only give an indication of this influence.
7. Practical Issues and Open Problems
In the batch-mode simulations provided in this paper, some
practical aspects have been disregarded. Therefore, the actual
performance of the MWF and the DANSEK algorithm may
be worse than what is shown in the simulations. In this
section, some of these practical aspects are briefly discussed.
The VAD is a crucial ingredient in MWF-based noise
reduction applications. A simple VAD may not behave well in
the simulated scenario as described in Figure 2 due to the fact
that the noise component also contains competing speech
signals. Especially the VADs at nodes that are close to an
interfering speech source (e.g., node 1 in Figure 2) are bound
to make many wrong decisions, which will then severely
deteriorate the output of the DANSE algorithm. To solve this,
a speaker selective VAD should be used, for example, [24].
Also, low SNR nodes should be able to use VAD information
from high SNR nodes. By sharing VAD information, better
VAD decisions can be made [25]. How to organize this, and
how a consensus decision can be found between diﬀerent
nodes, is still an open research problem.
A related problem is the actual selection of the desired
source, versus the noise sources. A possible strategy is that
the speech source with the highest power at a certain
reference node is selected as the desired source. In hearing aid
applications, it is often assumed that the desired source is in
front of the listener. Since the actual positions of the hearing
aid microphones are known (to a certain accuracy), the VAD
can be combined with a source localization algorithm or a
fixed beamformer to distinguish between a target speaker
and an interfering speaker. Again, this information should be
shared between nodes so that all nodes can eventually make
consistent selections.
A practical aspect that needs special attention is the
adaptive estimation of the correlation matrices in the
DANSEK algorithm. In many MWF implementations, cor-
relation matrices are updated with the instantaneous sample
correlation matrix and by using a forgetting factor 0 < λ < 1,
that is,
Ryy[t] = λRyy[t − 1] + (1− λ)y[t]yH[t], (35)
where y[t] denotes the sample of the multi-channel signal
y at time t. The forgetting factor λ is chosen close to 1 to
obtain long-term estimates that mainly capture the spatial
coherence between the microphone signals. In the DANSEK
algorithm, however, the statistics of the input signal y˜k in
node k, defined by (14), change whenever a node q /= k
updates its filters, since some of the channels in y˜k are indeed
outputs from a filter in node q. Therefore, when node q
updates its filters, parts of the estimated correlation matrices
R˜yy,k and R˜xx,k, ∀ k ∈ {1, . . . , J} \ {q}, may become invalid.
Therefore, strategy (35) may not work well, since every new
estimate of the correlation matrix then relies on previous
estimates. Instead, either downdating strategies should be
considered, or the correlation matrices have to be completely
recomputed.
8. Conclusions
The simulation results described in this paper demonstrate
that noise reduction performance in hearing aids may be sig-
nificantly improved when external acoustic sensor nodes are
added to the estimation process. Moreover, these simulation
results provide a proof-of-concept for applying DANSEK in
cooperative acoustic sensor networks for distributed noise
reduction applications, such as in hearing aids. A more
robust version of DANSEK , referred to as R-DANSEK , has
been introduced and convergence has been proven. Batch-
mode experiments showed that R-DANSEK significantly
outperforms DANSEK . The occurrence of limit cycles and
the eﬀectiveness of relaxation in the simultaneous updating
procedure has been illustrated. Additional tests have been
performed to quantify the influence of several parameters,
such as the DFT size and TDOA’s or delays within the
communication link.
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